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Technical details: Main Hall (capacity 1300) v.2023

Max. soundlevel @ FOH 103 dB(A) Leq over 15 minutes

Effenaar measures with a calibrated Metrao system and microphone.

Stage – Permanent 9 x 7 x 1,2m

– Sidestages 4,5 x 7 x 1,2m (L+R)

Monitor desk and tie lines are positioned stage right.

Clearance (stage) 6,5m

Power (sound) 3 x 3 fase 32 A (CEE-form, 5P)

x Discription Type Brand

20 L/R-Line Array E12 Adamson

6 Sub E219 Adamson

2 Frontfill M12A Adamson

2 Outfill M12A Adamson

9 Floormonitors M212 Adamson

2 Sidefill SX18 + A218 Adamson

2 Drumfill M212 + S119 Adamson

We can make a total of 10 wedge-mixes and 2 side-fill mixes.

1 LM44 Lake

1 L200 Solid State Logic

1 L200 Solid State Logic

4 Dante Digital Stagebox: 32 inputs per box, 60 inputs per desk. No 

gain-sharing between desks. SB32.24 Solid State Logic

Tie lines

2 CAT-6A RJ45 Neutrik

Microphones

3 Shure Wireless UR4s + UR4d Receivers on request. Shure 

2 Beta 52A Shure 

1 D112 AKG

2 MD421 Sennheiser

2 Beta 91A Shure 

8 SM 57 Shure 

4 Beta 57A Shure 

2 Beta 87A Shure 

6 SM 58 Shure 

5 Beta 58A Shure 

2 e945 Sennheiser

8 e904 Sennheiser

2 e906 Sennheiser

4 e606 Sennheiser

2 KM184 AKG

4 C518 AKG

5 CK91 AKG

4 Beta 98 Shure 

2 C300 B AKG

2 C414 AKG

DI Boxes

3 Pro-D2 Radial 

5 Pro-D1 Radial 

7 Active DI Box ASL

Processing

FoH Mixingdesk

Monitor Mixingdesk


